BCO1-0MO1

Aluminum cover Box-PC, ATOM N270 1.6GHz CPU

REFERENCE ONLY

Features

= Support Intel® Atom N270 CPU

* Intel® 945GSE + ICH7M

= Fanless operation design

= High performance DDR2 SO-DIMM Max up to 2 GB
= One 2.5" SATA HDD drive bay

= Option (WiFi/ 3G / Bluetooth Optional)

Standard Color

Sliver Black

Construction Aluminum extrusion and heavy-duty steel

CPU Intel® Atom N270 single-core, 1.6GHz

System Memory 1 x 200-pin SO-DIMM, DDR2 667MHz Max up to 2GB
Chipset Intel® 945GSE + ICH7M

BIOS Award 16MB SPI

OS Support Windows XP, 7, CE6.0, Linux

System |/O Outlet

1xVGA

1x COM

1 x RJ45(Gigabit Lan)

2xUSB 2.0

Audio: Mic Line-In, Line-Out

Storage

1 x2.5" SATA HDD drive bay

Watchdog Timer

Reset: 1 sec. ~ 255 min. and 1 sec. or 1 in./step

Expansion Interface

1 x CompactFlash (optional)

Communication (Option)

WiFi, Bluetooth, and 3G

Power

12 VDC; 2.5 watts

Operating Temperature

0°C~+ 60C (32°F~+ 122°F)

Storage Temperature

- 20°C~t 80C (- 4F~+ 176°F)

Humidity 10%~90%
Dimensions 200 x 120 x 68.5mm
Weight TBD
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